
EBS 120.1
The compact concrete grinder

 



Technical changes excepted! Illustrations may vary!
Certified according to DIN EN ISO 9001:2015
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Your distributor:

The compact

Ø125

Specifications EBS 120.1

Power input 1400 W

Rated voltage 230 V ~

No-load speed 9000 rpm

Disc diameter 125 mm

Spindle connection Ø 22.2 mm

Weight 3.5 kg

Order no. 0630F000

Supplied
in a case incl. diamond-
grinding wheel (concrete) 
and assembly tools

Accessories Order no.

Diamond-grinding wheel Ø 125 mm

Concrete standard (gold) 37114000

Concrete premium (gold) 37102000

Screed (yellow) 37103000

Coatings (blue) 37110000

Brush rim
2 parts 3722A000

Dust guard
cpl. with brush rim and 
wrench

37229000

USE:
–	 Grinding and smoothing of surfaces

–	 Removing of screed seams, residual mud, plaster and 
coatings

–	 Preparing of surfaces, e.g. for tile renovation

–	 Working in tight spots for example under radiators and on 
protrusions

–	 Concrete, screed, tile adhesive, plaster, paint, coatings, 
carpet adhesive – with corresponding grinding wheels 
(accessories)

FEATURES:
–	 Foldable front edge of dust guard – for grinding directly to 

the edge of the work area

–	 Brush rim – high suction power for dust-free working by 
connecting an industrial vacuum cleaner (accessory)

–	 Slim housing design – compact, well balanced design

–	 Soft grip handle– less vibration, non-slip

–	 Spindle lock – easy tool change


